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JOR214D4 JOR214D8

 Normally open, single pole single
throw

 Control 400V AC or DC voltage
 Switch 120mA loads
 Controls low-level analog signals
 High sensitivity, low ON

resistance
 Low-level off-state leakage

current
 High isolation voltage 5KV

(DIP / SMD)
 Pb free and RoHS compliant

 Telecommunications(PC, electronic
notepad)

 Modem/Sensors
 Telephone /Security equipment
 Measuring and testing equipment
 Factory automation equipment
 High speed inspection machines

Block Diagram and Package

JIEJIE MICROELECTRONICS CO. , Ltd

TEL：+86-513-83639777

Description
The JOR214D4 and JOR214D8 consists 

of a AlGaAs infrared emitting diode input 
stage optically coupled to a high-voltage 
output detector circuit. The detector consists 
of a high-speed photovoltaic diode array and 
driver circuitry to switch on/off two discrete 
high voltage MOSFETs. 

Application

Features
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Absolute Maximum Ratings (TA=25°C)

Parameter Symbol Rating Unit Note

Input

LED Forward Current IF 50 mA

LED Reverse Voltage VR 3 V

Peak Forward Current IFP 1 A f =100 Hz,
Duty cycle= 0.1%

Power Dissipation P 75 mW

Output

Load Voltage (peak AC ) VL 400 V

Continuous Load Curremt
(peak AC ) IL 0.12 A

Peak Load Curremt Ipeak
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Electro-optical Characteristics (Ta=25°C)

Parameter Symbol Condition Min Typ Max Unit

Input

LED operate current IFon IL=0.12A 0.1 0.6 3 mA

LED reverse current IFoff IL=0.12A 0 0.5 3 mA

LED dropout voltage VF IF=5mA 1 1.3 1.4 V

Output
On resistance Ron

IF=5mA，
IL=0.12A，

Within 1s on time
0 13 20 

Off state leakage current ILeak IF=0mA，VL=400V - - 1000 nA

Transfer
Characteristics

Turn on time Ton IF=5mA，IL=0.12A 10 110 2000 us

Turn off time Toff IF=5mA，IL=0.12A 10 220 1000 us

I/O Isolation capacitance Ciso f=1MHz，VB=0 0.8 1.5 pF

Initial I/O Isolation 
resistance Riso 500V DC 1,000 M

Note: Recommended LED Forward Current IF=5 to 10mA.

Typical Performance Curves

Fig.1 Load Curremt--Ambient temperature
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Fig.2 On resistance--Ambient temperature
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Fig.3 Turn on time--Ambient temperature
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Fig.4 Turn off time--Ambient temperature
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Fig.5 LED operate current--Ambient
temperature
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Fig.6 LED reverse current--Ambient
temperature
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Fig.7 LED Forward Voltage--Ambient
temperature
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Fig.8 Output current--Voltage characteristics
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Fig.9 Off state leakage current--Load Voltage
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Fig.10 Turn on time--Forward Current
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Fig.11 Turn off time--Forward Current
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c

■ SMD-4 (Reel) 

c

■ SMD-8(Reel)

JOR214D4 JOR214D8

TEL：+86-513-83639777


	1.Description
	2.Features
	3.Application
	4.Block Diagram and Package
	5. Order Code
	6. Marking
	7.Absolute Maximum Ratings (TA=25°C)
	8.Electro-optical Characteristics (Ta=25(C)
	9.Typical Performance Curves
	10.Package Dimensions
	11.Packing
	12.Attention



